
NI-  c300 series-

          IP Network Solution

Camer a Netwo r k
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Indoor Mini Dome  Type  IP Camera
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Vide o

Compressio n

R esolutio n

Compression  FPS

Aud io

I npu t

O utpu t

Compressio n

Networ k

D I /  D O

RS-48 5

R S-232 C

Power  Over  Etherne t
Deinterlacin g

Motion  Detecti on

OSD  &  Privat e
Region  Maski ng

Protoco l

MPEG-4

25/30  fps@D 1

1  c h

1  c h

G.711

10 / 100 Base-T

1 / 1

Optiona l

 (Hardware  Encoding  Engine )

SNTP,  DHCP,  UDP,  TCP,  RTP,  RTS P

Electronic  Shutte r

S / N  Rati o

Gamma  Correcti o n

Video  Output  (Loop  Ou t)

F unction  Ke y

Electrica l

Power  Sourc e

Video  Output  (Loop  Ou t)

Power  Inpu t

Environmenta l

Operating  Temperatu re

Storage  Temperatur e
Operating  Humidi ty

Mechanic a l

Materi al

Colo r

Dimension s
W eigh t

Len s

Day  / Nigh t

Image  Senso r

TV  Syste m

E�ective  Pixel s

Horizontal  Resoluti on

W hite Balanc e

Scanning  Syste m

Sync  Syste m

S canning
Frequenc y

Min.  Illuminatio n

Came ra

Available  (ICR ) N  / A

Sony  1/3"  Super  HAD  CC D

NTSC  or  PA L

NTSC  - 768(H)x  494(V)  / PAL  -  752(H)  x 582(V )

540 TVL

Automatic  White  Balance  (AWB )

525 Lines (NTSC),  625 Lines  (PAL),  2:1 Interlac e

Internal  (12 VDC )

NTSC  -  15.734  KHz(H)  59.95 Hz(V )
PAL  -  15.625  KHz(H)  50 Hz(V )

0.05  Lu x

4 ~  9  mm  Day / Night
Vari-focal  Auto  Iris  Len s

0.5  Lu x

4 ~  9 mm  Vari-focal
Auto  Iris  Len s

1 / 60 ~ 100,000 (NTSC), 1 / 50 ~ 100,000 (PAL)

More  than  48d B

0.45  or  1 Selectabl e

VBS  1.0  Vp-p  Composit e

AGC,  EE / AI, BLC,  FLK,  Gamma,  Mirro r

12  VDC  700  mA

BNC  Cabl e

DC JACK

0℃ ~ 60℃ (32℉~ 140℉)

-20℃~ 60℃ (-4℉~ 140℉)

Up  to  85 %R H

ABS  / Urethane  Polycarbonat e

Ivor y

135(W)  x  115(H)  mm

868 g

NI-C300D                                      NI-C300 NI-C300D                      NI-C300 

Indoor Mini Dome  Type  IP Camera
 (1 CH  MPEG-4  25/30  FPS@D1,1  CH  2-way  Audio)
Video  Compression  :  MPEG-4
Hardware  Deinterlacing  & Motion  Detection & OSD
Sony  1/3"  Super HAD CCD  & High Quality SS-HQ1 Full  Kit Chip Set
Horizontal  Resolution  more  than  540 TV L
Stylish  Mini  Indoor  Dome  Camera
True Day /  Night (ICR) 
Improvement  of  Color  Rolling  Suppression
AGC  /  EE,  AI / BLC /  FLK  /  Gamma / Mirror  Function

D1 2CIF, HALF D1, CIF,

Function

Yes
Yes

Yes

Yes

Yes
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