IP Network Solution

NI--c400 series
= |ndoor PTZ Type IP Camera

Indoor PTZ Type IP Camera (1CH MPEG4 25/30 FPS@D1,1CH 2-way Audio)
= Video Compression : MPEG -4
f \ m Hardware Deinterlacing & Motion Detection & OSD

m Single Model for Flush Mount and Surface Mount Application
= 25X Auto Focus Optical Zoom Lens, 10X Digital Zoom
(Total 250X Zoom Ratio)
= Day/Night with Removable IR Cut Filter (Auto ICR)
*DSS (Digital Slow Shutter) NI-C400D only
Minimized Vibration at Slow Speeds
Auto Flip 180, Dome Rotation
Turbo Speed is Max 430./Sec
Builtin Surge Protection and Lightning Protection Circuit

- J

Camer a Netwo r k
Camera (AF) NI-C400D NI-C400 Camera (AF) NI-C400D NI-C400
Pick Up Devic e Sony 1/4" Super HAD CCD Vide o
Effective Pixel s NTSC - 768(H) x 494 (V) /PAL x 752(H) x 582 (V) Compressio n
Television _Syste m 2:1 Interlac e Resolutio n D1, 2CIF, CIF, QCI F
Horizontal Resoluti on NTSC-470TVL / PAL - 460 TVL Compression  FPS 25/30 fps@D 1
1.0 Lux (30 IRE) : Aud io
Day / Night Off (Color) Input 1ch
0.1 Lux (30 IRE) : Outpu t 1ch
P Day / Night On (B &W) i G711
Ihinimu m 1.0Lux (30 IRE) Compressio_n
Illuminati on 0.01 Lux : Functio n
Slow Shutter x 128 On Networ k 10/100 Base-T
0.001 Lux (30 IRE) : Day / RS-485 /422 Yes
Night On (B & W) +DSS RS-232 C Yes
25X Optical Day / Night 23X Optical Deinterlacin g Yes (Hardware Encoding Engine )
Lens F1.6f =38 ~95mm F1.6f = 3.8 ~ 87.4mm Motion Detectio n Yes
S/N Ratio 50dB 49dB 0SD & Privat e Y
Region Maskin es
egion Maskin g
Dome 360 , Continuous (High Speed Dome ) Protoco | SNTP, DHCP, UDP, TCP, RTP, RTSP

360 .Continuous Rotation, 0.1.~90 . /Sec,

Pan Angle / Spee d Turbo Speed : 430, /Sec

Dimensio n

Preset Spee d 360 ./430 ./500 . Selectable, Default 360./Sec

Tilt Angle /Spee d 0~94,0.1 ,~90 . /sec (According to Zoom Ratio)
Camera ID 999

Home Default / Preset / Tour / Auto Scan /Pattern Programmabl e
Prese t 319 Position (16 Characters Input)

Auto Scan 8 Auto Scan

Guard Tour 8 Guard Tour (Preset, Pattern, Auto Scan, Tour Input)
Patter n 4 Pattern (240 Sec Memory )

Remote Contro | Network / RS-485, 422

Alarm Input 2 Inputs (Normal Open Dry Contact (NC /NO))
Alarm Outpu t 1 Relay 24 VAC /1 A (Selectable NC/NO)
Global Key Availabl e

Self Monitori ng

Softwar e Built-i n

On Screen Display

Electrica | Camera ID, Pan /Tilt Angle, Flip, Zoom etc.

Power Sourc e 24 VAC 1A

Environmen tal

Ambient Environmenta |

Temperatur e 0T~50T (32°F~122°F)

Operating Humidit y Up to 85%RH (Non-Condensing )
Storage Temperatur e -10C~60T (14°F~140°F)
Mechanic al

Materi al Aluminum /PC

Color Blac k

Dimension s ® 137.3 x 206 (D) mm

Weight 1,780 g




